
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 NOTE: To prevent damage to lens hand-tighten 
 Screws so they are not over-tightened. 
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INSTALLATION GUIDE 

READ COMPLETE INSTRUCTIONS BEFORE INSTALLATION 
Improper installation may void warranty. 

 

PRODUCT DESCRIPTION: 3rd Brake Light 
APPLICATION: 2009-2018 Dodge Ram 
 

 
TOOLS NEEDED:  Phillip’s head screwdriver 
 

STEP 1 

Instructions on how to replace the factory 
3
rd
 brake light with the Anzo USA brake 

light. 
 

   

STEP 2 

Use Phillip’s head screwdriver to remove 
2 screws holding factory 3

rd
 brake light in 

place. 
 
 

STEP 3 

Remove factory 3
rd
 brake light from 

vehicle. 
 

 

 
AnzoUSA™ products are covered, by a limited one (1) year warranty, to be free of manufacturer’s defects. However, certain AnzoUSA™ product categories have 
warranty policies which differ from this standard, please contact your representative for detailed category information. Damage due to improper installation or road 
hazards is not covered.  Seller and manufacturers’ only obligations shall be to replace the product proven to be defective. Neither seller nor manufacturer shall be 

liable for any injury, loss or damage, direct or consequential, arising out of the use of or the inability to use the product. Before using, user shall determine the 
suitability of the product for its intended use, and user assumes all risk and liability whatsoever in connection therewith. © 2008 AnzoUSA™. All rights reserved. 

STEP 4 

Disconnect main harness connector from 
factory 3

rd
 brake light. 
 

 

STEP 5 

Connect main harness connector from 
vehicle side to Anzo USA 3

rd
 brake light 

connector. 
 
 

STEP 6 

Insert resistor and main harness 
connector into opening. 

 

 STEP 7 

Insert Anzo USA 3
rd
 brake light onto 

vehicle and screw factory screws into 
vehicle.  

 

 
 
 

STEP 9 

Test cargo and brake light functions on 
light before operating vehicle. 

 

   


